B Sensors

The sensors can be selected to suit the required measurement range, sensor size, and sensor shape.

Type

Gap rating 0to 0.1Tmm 0to 0.2mm 0to 0.5mm| 0to 1.0mm 0to 2.0mm 0to 5.0mm
Resolution 0.1m 0.1um 0.1um 0.1um 1um 1um
Linearity *1 -0.15% of full scale

Minimum target diameter 43 | $6 | 48 ¢ 10 $20 | 440

Cable length *2

Directly connected 2.5 m cable

VL-331(3m), VL-332(5m), VL-333(10m)
Cable separately sold

Operating temperature range 0~-+80°C

Temperature coefficient *3 Ki=1.7X1075, K2=3.4X10"5

Dimensions g 3X17mm | ¢ 6X10mm | ¢ 8X17mm | ¢ 10X21mm | ¢ 20X30mm | ¢ 40>X30mm
: 73 73 78

Weight (Cable intluded) | (Cable ineluded)|(Cable intluded)| 719 60g 1239




VE Series (sensors)

o4 EE‘—

:S:LQ,

17
VE-121
o
1 ]2
If/ﬂ 21 =
VE-133

#6h7

N

$3

VE-231

VE-531

VE-521
o o
| 41 ___} NN
o e }
N
fo 20i.z
30

VL Series (sensor cables for VE-133, 231, 531)

Minimum bending radius (inner R10)
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